
Manero chronoperpetual

InstructIon

BrAnD PHILosoPHY 

Entrepreneurs are people who have an idea and who dare to do something new. they follow their 
vision and their own path. carl Friedrich Bucherer expertly blended tradition with innovation by 
blending the jeweler’s filigree craft with the watch maker’s precision. In 1888, out of his passion 
for watchmaking, he formed his first company in Lucerne, a company which has always been and 
still is owned entirely by the family. right up to the present day, the founder’s philosophy has 
been reflected in the carl F. Bucherer brand and its timepieces. As the only watch brand to have 
its origins in Lucerne, carl F. Bucherer has been able to develop in its own unique way.
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Your watch

the movement is wound by the motion of the 
wrist when worn. When not worn, the watch stops 
after approximately 50 hours and has to be wound 
manually. 

Start the watch

Manually wind the move-
ment by rotating the crown 
at least 30 times in the 
clockwise direction.

Warning: the correctors must not be used 
between 8:00 p.m. and 2:00 a.m. because doing  
so can damage the movement.

Set calendar display

Pull the crown until it is in 
position 1. the second hand 
does not move.

A:

Year / month corrector

B:

Date correctorc:

Day of the week corrector

Position 1: set time

Legend

Moon phase

D:

Moon phase corrector

P1: start / stop chronograph

P2: chronograph reset / flyback

seconds counter

small seconds

crown

B

P1

A

Year

Minutes counter

the Manero chronoPerpetual offers a perpetual 
calendar with an integrated indication of the 
date, day of the week, month and moon phase 
that need not be corrected. the mechanism is 
aware of the varying lengths of the months and 
knows when the next leap year will be. A manual 
correction will not be required until 2100. the 
high exclusivity of the timepiece continues in the 
outside appearance: the case and the dial are 
made of the finest materials.

1

tachymeter

Technical Data

cFB 1904Automatic movement

7.6 mmDepth of the movement

30 mmDiameter of the movement

49number of jewel bearings

30 m (3 atm)Water resistance
(see the chapter on "Water resistance")

Push the crown back to the 
initial position. the second 
hand is back in motion.

Move the crown counter-
clockwise until the date 
changes. then set the  
display to read 3:00 a.m.

2

1

Manero chronoperpetual
En En
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note for 2100: Because of this very complicated 
mechanism, the watch will handle all of the date 
switches without a problem until the year 2100. 
this is because February 2100 has only 28 days, 
rather than the 29 that would be usual in a leap 

year. on 1 March 2100, a simple manual date  
correction has to be done as a result.

Set the moon phase / leap year and month

continue to press corrector 
D repeatedly until the  
current month is shown.

5

1 Press corrector A repeatedly 
until the "full moon" position 
is shown in the moon phase.

2 Press corrector A for the 
number of days since the 
last full moon.

4 Press corrector D repeatedly 
until the current year is 
shown (IIII = leap year, I = 1 
year after leap year, etc.).

the full moon is completely 
visible. use a calendar to 
determine the date of the 
last full moon.

Warning: the correctors must not be used 
between 8:00 p.m. and 2:00 a.m. because doing  
so can damage the movement.

set the current date by 
pushing corrector c.

1

Intentionally set the  
current time at a.m. or p.m. 
by rotating the crown.

2

Pull the crown until it is in 
position 1. the second hand 
does not move.

1set the date: Press corrector 
c repeatedly until the date 
indicator shows 1.

3

set the current day of the 
week by pushing corrector B.

2

In order for the date to properly move at midnight, 
the hour hand must intentionally be set to a.m. or 
p.m. based on the current time.

Set date / day of the week Set time

Push the crown back to the 
initial position. the second 
hand is back in motion.

3
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the tachymeter is used to determine speed.  
It measures the elapsed time needed to cover a 
specific distance. the distance covered must  
be known so that the time can be stopped at an 
exact time to determine the exact speed.

Tachymeter function

the timepiece also has a precise chronograph with 
a flyback switch. this flyback mechanism allows 
one to quickly start a second time measurement 
while one is in progress. that makes it unnecessary 
to push the stop, reset and start buttons.

Flyback function

While time measurement is 
in progress, push the P2 
pusher to reset all the count-
ers to zero. the next time 
measurement starts auto-
matically. In order to put all 
the counters back to zero 
after that, press the P2 
pusher with the chronograph 
function stopped.

1

the chronograph can be used to measure time 
intervals for up to 12 hours exactly to 1/ 8 second. 
the time measured can be read using the seconds, 
minutes and hours counters.

Measure time (chronograph)

start measuring time using 
the P1 pusher. the seconds 
counter is in motion.

1

to stop measuring time, 
press the P1 pusher again 
and read where it stopped.

2

start the tachymeter function 
by using the P1 pusher. the 
seconds counter is in motion.

to stop measuring time, 
press the P1 pusher again. 
the seconds counter stops 
immediately.

2

read the average speed  
by optical extension of the 
seconds counter.

3
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Your carl F. Bucherer watch was made with great 
care by our watchmakers using the strictest quali-
ty guidelines. However, if there is a defect in 
materials or manufacture, carl F. Bucherer provides 
a two-year guarantee from the date of purchase. 
the guarantee does not cover normal wear and 
tear or damage caused by improper use of the 
watch. the guarantee is valid if the guarantee cer-
tificate was filled out completely by an official 
carl F. Bucherer dealer when the watch was pur-
chased. If there is damage, please contact your 
official carl F. Bucherer dealer or an official 
carl F. Bucherer service center. Please provide the 
watch with the fully-filled-out guarantee certifi-
cate.

Guarantee

A watch tested to 3 atm (30 m) is resistant to 
sweat, drops of water and rain. Water resistance 
is guaranteed only if the crown is in the initial 
position and should be checked once per year.

Water resistance

the binding nature of meter data:

Do not swim / dive

Bath, shower, swim

swim, snorkel

swim, snorkel, dive

Deep-sea diving

You can find the carl F. Bucherer collection and 
information about all the watch lines at www.
carl-f-bucherer.com. Here you can also order the 
company magazine "Insight by carl F. Bucherer", 
which informs you about new products, technical 
developments and events. You can also order the 
company catalog with a selection of the watch 
collections of carl F. Bucherer timepieces and have 
it delivered to your house.

Additional watch models

cleaning: to clean the outer surface of the watch, 
wipe it gently with a microfiber cloth. use a fine 
toothbrush and a bit of soapy solution to clean the 
back of the watch and the metal band. Dry using a 
lint-free towel. Minimize contact between the 
leather straps and the water.  

Maintenance: As a mechanical instrument, a 
watch requires maintenance by an authorized  
service center about once every four years.

Cleaning and maintenance

En En

30 m (3 atm)

50 m (5 atm)

100 m (10 atm)

200 m (20 atm)

300 m (30 atm)



carl F. Bucherer
a brand of Bucherer AG

Bucherer AG
Langensandstrasse 27

cH-6002 Lucerne

Phone +41 (0) 41 369 70 70
Fax +41 (0) 41 369 70 72
www.carl-f-bucherer.com




